

INS110 EU 21/09/23

Refer to this manual and the operator's instruction book before operating the machine.

## DANGER! Rotating drive line.

- Keep Clear.
- Avoid loose clothing, gloves and unsecured long hair when near this machine.
- Do not stand or step on PTO Shaft / Cover.


## SAFETY GUARD MISSING OR DAMAGED

- Do not operate machine.
- Replace guard or fit compatible Bare-co spare parts as shown on the attached parts list.


Before approaching the implement
Disengage the tractor PTO
Turn off the engine and remove the key.

## DANGER!

Selected tractor PTO shaft speed must not exceed PTO shaft speed as displayed on the attached implement.

PTO shaft speed never to exceed 1,100 RPM.
Shaft must be installed with this symbol to the tractor end of the PTO shaft.

The PTO shaft safety guard must be restrained from rotating at both ends by the included chains. Quick release hook must go to outer (implement/tractor end of chain)

Clearance must exist between all external parts of this guard and associated equipment. Particularly, Master Guards and the front of the implement when in the raised or fully angled position. In some instances, it may be necessary to remove the tractor drawbar or restrain the lower links to maintain clearance. Shaft operating angles must not exceed specifications provided by the shaft manufacturer.

INSTRUCTIONS
$\{1\}$




Extension Cone AS2E - Medium AS200 series AS3E - Large AS300 series


